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LEDStar Ultimate Mini, Midi and Maxi

Luminaire should be installed by a qualified electrician in accordance with these instructions, IEE regulations and 
local building regulations. Luminaire should not be modified in any way. Any modification will negate the approvals 
and may render the product unsafe.

Metal encased Class III safety extra low voltage luminaire. Should only be used with SELV Driver 60Vdc MAX.

CAUTION   LED Radiation.  Do not stare into beam.  Class 2 Laser product.

Luminaire complies with relevant European directives and, in particular, with the requirements of EN60598.

Luminaire complies with relevant UK regulation and, in particular, with the requirements of BS. EN60598.

Ingress Protection rating: Fitting is protected against ingress of dust and temporary immersion in water 
but is not suitable for continuous underwater use.

Mounting Hole Dimensions

LEDStar Mini 
Spotlight

LEDStar Midi
Spotlight

IP67

LEDStar Mini 
Recessed

LEDStar Midi 
Recessed

LEDStar Maxi
Spotlight

LEDStar Mini 
LEDStar Midi
LEDStar Maxi

Part Number
4331xxxxx-xxx-xx-x  
4332xxxxx-xxx-xx-x
4333xxxxx-xxx-xx-x

LED Source 
1 x CREE XP-G3 LED (2 SDCM Binning)
1 x CREE CXB1310 Pro9 COB LED (2 SDCM Binning)
1 x CREE CXB1520 Pro9 COB LED (2 SDCM Binning)

Spotlight
0.15kg
0.63kg
1.3kg

Recessed
0.14kg
0.6kg
NA

Wall
NA
0.63kg
NA

Window 
Reveal
NA
0.65kg
NA

Possible Tools Required: 
1.5mm, 2.5mm, 4mm & 5mm Allen Keys 
8mm and 17mm Spanners
Supply: Use only with dedicated LED Driver 

Life: See Individual Specsheets
Operating Temperature: -10°C to +40°C - See product 
specsheet for special conditions 
Supplied Cable: 3m 2-Core 0.75mm2 AO5RN-F Rubber

See product specific sheet for full details
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Installing Spread Diffusers

General Notes

• To be read in conjunction with general installation instructions
• Front cap should only be removed in a completely dry situation
• Fitting gets hot so handle with care - use gloves if necessary
• Switch on only briefly to check and adjust diffusers so as to avoid fitting getting too hot to handle 
comfortably.
• When refitting cap, check gasket is in place and fully tighten.
• A jar opening strap like a ‘Baby Boa’, or similar can be used, to increase grip & torque.
• Check tight by easing back and if it unscrews easily it’s not tight enough.
• If using honeycomb louvre for glare control this should be put at very front, however louvre will 
limit the  effect of the spread & tilt diffusers, so only use if essential.

Installation Instructions 

General
Disconnect mains supply before installation and maintenance. 
Select the required position for the luminaire observing all the dimensions. 
Use only with constant current drivers.
See luminaire product label for maximum drive current and forward voltage. Ensure driver output matches 
luminaire requirement. See driver install sheet for details on multiple luminaire loading. 
Connect cable to LED driver observing polarity: Red= +ve    Black=  —ve.  
Wire multiple luminaires in series. 
Caution: LEDs are protected from damage by short term connections to inverted polarity, however 
prolonged connection with inverted polarity may cause the LED to over heat and may damage the driver.
The luminaire has a screw on front cap to allow for maintenance. Cap should not be removed except in a 
completely dry environment and only for the minimum time necessary for maintenance. 
Fixed cable variants are fitted with a permanently attached cable that is not user serviceable. If damaged, 
return to factory for repair.

Spotlight and Window Reveal
Fix mount bracket to mounting surface (fixings by others). Focus fitting and fully tighten stirrup base and 
side fixings.

Recessed
In solid materials, core drill hole to diameter and depth illustrated above. Ensure location is well drained 
so that luminaire is not immersed in water or with water trapped behind it. Feed cable through recessed 
hole leaving sufficient slack in cable coiled behind luminaire so it can be fully withdrawn for maintenance. 
In weak or fibrous materials use mounting tube to ensure the aperture is suitably reinforced to support the 
luminaire. Route cable to driver location, cable is not suitable for direct burial so use suitable conduit (by 
others) to provide mechanical protection. Tilt Beam Option: Rotate luminaire to orientate beam as required.

Wall 
Prepare flat mounting surface with cable hole or suitable conduit if necessary (by others). Ensure mounting 
surface can support the weight of the luminaire and its fixings. Loosen locking grub screw to release 
mounting post. Feed luminaire cable through prepared cable hole, fix mounting post over cable hole using 
suitable screws (by others). Draw cable completely through mount post and re-attach luminaire housing 
taking care not to trap cable. Orientate luminaire as required taking care not to put multiple twists into the 
cable. Tighten locking grub screw to secure housing.

Maintenance
Regular cleaning will ensure the optical performance of the luminaire is maintained.
Do not use abrasives or solvents, just damp soft cloth.
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Adjusting In Front Spread Diffusers in 
Recessed Fitting
Simply rotate the whole fitting until aligned as 
desired, then push into mount tube.
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Adjusting Cowl Orientation

Loosen locking screw, rotate the cowl to desired 
position and tighten locking screw to fix in place.

LOCKING 
SCREW

Method for Tightening with Jar Strap (eg. ‘Baby Boa’)

1. Place strap around 
front cap of LEDStar

2. Pull rubber strap 
firmly into tool for a 
snug fit, but do not 
over tighten

3. To tighten turn in 
the direction of the 
arrow on the tool.

4. To loosen turn 
tool over.

Adjusting LEDStar Spread or 20°x20° Tilt Diffuser

For LEDStar Mini, Midi and Maxi remove 
front of fitting, press down on diffuser with 
2 fingers and rotate to desired orientation 
then replace front ensuring it is fully tight.

Combining 2 diffusers into one clip - LEDStar Mini Only

For LEDStar Mini, insert both the 
standard and spread diffusers into the 
clip with the spread diffuser furthest 
away from the LED. 
Ensure the plain shiny side faces away 
from the LED and the frosted side faces 
towards LED.
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Product Improvements In pursuance of the Light Projects Group policy of continuing product improvement, the products and product specifications included 
in this publication are liable to be modified without notice. Trademarks Unless otherwise indicated, the trademarks and tradenames in this publication are 
registered, or unregistered, industrial property rights of Light Projects Limited. Patents The fitting in this publication may be covered by Patents, Patent 
Applications and/or Design Registrations. 
Designed to conform to BS EN 60598. This installation sheet supersedes all previous. Please notify Light Projects Limited of any inaccuracies immediately. 
E&OE.

Light Projects  23 Jacob St  London  SE1 2BG  Tel +44 (0)20 7231 8282  Fax +44 (0)20 7237 4342
Website www.lightprojects.co.uk  Email info@lightprojects.co.uk

Clip on Diffuser Fixed Optic

To Remove Optic: gripping optic only at the rim, 
rotate counter clockwise to release and then lift off.

Clip on Diffusers and Optics

LEDStar Mini - Diagram shows LEDStar Mini

Carefully prise arms of clip off optic and remove 
diffuser clip assembly. Replace with new clip on 
holder by gently pressing clip onto fixed optic and 
allowing arms to clip behind edge of fixed optic.

To start, make sure you are in a completely dry environment and unscrew front cap. Then follow instructions below.
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LEDStar Midi and Maxi - Diagram shows LEDStar Midi 

To Refit: Align 3 tabs on the optic holder
with the slots in the COB holder. Then
push into the slot and rotate clockwise
until the optic holder clicks in place.
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Optic
Holder
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Holder
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Removing Cowl

1. Unscew internal grub 
screws of cowl retaining ring

2. Once Grub screws are removed, 
rotate in ring 45º clockwise or 
anti-clockwise rotation notches.

ROTATION
NOTCHES

3. The Cowl and In-Ring can now
can now be removed.

1. Place Cowl on front of LEDStar
and make sure O-ring is fitted on
the In-Ring shown below.

Replacing Cowl

O-RING

2. Line up tabs of In-Ring with
gaps in the front of the LEDStar
and press into position.

3. Rotate the In-ring until the grub 
screw holes line up on In-Ring 
and fitting front. Then screw grub 
screws back in to fix in place.

GRUB 
SCREW 
HOLES


